
Safety Management System

Health & Safety Policy Arrangements

Risk Management

Consultation

Training

Supervision

Health Monitoring

Worker’s safety role

Information & 
Communication

Monitoring & 
Inspection

Control Measures

PMHMP’s

Ground or strata 
failure

Inundation or inrush

Mine shafts & winders

Roads & vehicle areas

Air quality or dust

Fire or explosion

Spontaneous 
combustion

Gas outbursts

Subsidence

Hazards - other 
identified

Principal Control Plans

Health Control Plan

Mechanical Eng. 
Control Plan

Electrical Eng. Control 
Plan

Explosives Control Plan

Ventilation Control 
Plan

Emergency Plan

Matters specific to u/g 
coal mines

Coal dust explosion

Spontaneous 
combustion

Subsidence

Sealing

Light metal alloys

Goaves & 
abandoned/sealed 

workings

Ventilation

Control and 
monitoring of CH4

Gas monitoring

Portable gas detectors    

Sampling/analysis of 
exhaust emissions

Requirements if air 
quality or safety 

standards not met

Post incident 
monitoring

Use of plant in 
hazardous zones

Exceptions to 
explosion-protection 

requirements

Use of cables in 
hazardous zone

Internal combustion 
engines

Electrical safety 
(testing circuits in 
hazardous zone)

Electrical safety 
(static charges)    

Persons required to be 
on duty

Management Structure
Contractor 

Management Plan
Procedures

Induction

Notifiable Incidents

High Potential 
Incidents

Review of Control 
Measures

Records Management

Withdrawal

Performance 
Standards

Performance 
Measurement

Continual 
Improvement

Auditing

Resource allocation
Specific Control 

Measures (all mines)

Communication 
between shifts

Movement of mobile 
plant

Operation of belt 
conveyors

Mining induced seismic 
activity

Explosives and 
explosives pre-cursors

Notification of high risk 
activities

Prohibited uses

Closure, suspension or 
abandonment of mine

Minimum age to work 
in mine

Temperature and 
moisture content of air

Monitoring exposure to 
airborne dust


